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G71X
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G91X

Model

Size

Display

Input 

Temperature  
Range

Control Action
Output

Power Supply

Note : 

Panel Cutout

G91X G71X G41X

Upper:-  4 Digit 7 Seg 0.56”, Red Display Upper:-  4 Digit 7 Seg 0.39”, Red Display
Lower:-  4 Digit 7 Seg 0.4”, Green Display Lower:-  4 Digit 7 Seg 0.28”, Green Display

96x96x50

92x92
J,K,PT-100 Selectable

(1)

(2)

(3)

(4) Every time display show following pattern during power ON.

Power ON

All Segment are ON for 3 Sec

Technical Specification

This show selected Sensor types

www.spectrumecs.com

Upper display show Process Value
Lower display show Set Value

(J) Type : 0 to 600 °C
(Pt-100) Type : -99 to 400 °C

PID/ON-OFF (Selectable)

100 to 250 VAC, 50/60 Hz smps

Press     +     key for 3 sec to go to Factory Setting mode. 

Press     or     to enter value or select option. 
Press       key to go to next parameter. 

1 relay, 1C/O contact, 230VAC, 5A; 1SSR, 12VDC, 30mA DC

, (K) Type : 0 to 1200 °C
, (Pt.1) Type : -99.0 to 400.0 °C

72x72x85

68x68

48x48x95

44x44

↓

↓

↓

8 8 8 8
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8 8 8 8

0 1 2 3

I n p t

G41X, G71X, G91X

Universal Temperature Controller
Operating Manual 
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0 0 7 3
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0 6 0 0
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r m o d
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k pt.1 pt

TO ENTER BASIC 
CONFIGURATION 
SETTING ENTER ‘73’

BASIC CONFIGURATION

Password Message

Set Point

Password Message

Press set key for 6 Sec.
to enter password.

Off-set

Press set key

Press set key

Set point low limit

Set point high limit

Control Action

Relay Mode

PID ON-OFF

Input (J/ K/ Pt.1/ Pt100)
/ / /

↓

↓

↓

↓

↓

↓

↓

↓

↓

↓

↓↓

↓
↓

↓

↓

↓

↓
↓

↓

↓ ↓
Press ENT key to Save & Exit.
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‹

‹

‹
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p a s s

P I D O N O F

P B H Y S T  

I T 

D L T A 
D T 

C T 

M R 

0 0 3 7

P A R A P A R A 

0 0 2 0 0 0 0 3

0 3 0 0

0 0 0 6
0 0 7 5

0 0 1 5

0 0 0 0

TO ENTER CONTROL
PARAMETER 
SETTING, ENTER ‘37’

Password Message

P
ress SET K

ey P
re

ss
 S

ET
 K

ey

if ON-OFF Selected

ON-OFF
Parameters

Hysteresis

If cool 
Selected

Delay time

Press ENT key
to Save & Exit.

Press ENT key
to Save & Exit.

{
{If Heat selected

then press Ent
key for Save and
Exit

if PID Selected

PID 
Parameters

Proportional
Band

Integral
Time

Derivative
Time

Cycle
Time

Manual
Reset

↓ ↓

↓

↓

↓
↓

↓ ↓

↓ ↓↓

↓

↓

↓

↓

↓

↓

CONTROL PARAMETER
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RELAY T/C
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AC 
SUPPLY

+
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T/CAC 
SUPPLY

S.S.R

{1}   Connection Diagram with relay output

Factory Setting Parameter

Sr No.

1

2

3

4

5

6

7

8

Parameter

PB

IT

DT

CT

MR

Offset

Hysteresis

Delay Time

Values

Press      +       key for 3 Sec.

Factory Setting

Press Set key to apply factory set value as per table.

Press Set key to escape factory set menu.

0020

0300

0075

15 Sec

0  C

0  C

3  C

6 Sec

{2}  Connection Diagram with SSR output

G91X

G91X

G71X

G71X

G41X

G41X

FACTORY SETTING

1 2 3 4
1 2 3 4

F C S T
Y E S 

Y E S 

N O

N O
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